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Specifications:
Voltage Rating : 50V AC/DC
A= 0 Current Rating : 1A AC,DC
Circuit 1 1.50£0.05 ; Withstand Voltage : 500V AC/minute
\ Contact Resistance : 20mQ(MAX.)
=il L= Insulation Resistance : 500MQ{MIN.)
F"fE] IIL::l ’H]} iE] H:j i 8. Temperature Ronge : —25C~+85°C
= = —— The product using material and processing
FAE TS iy 6y B i, YRR 15"*36'-35 must conform to the *WI-PZ-142" HSF Part No| A B C
Mark—/ XA K f T% technical stendard control reguirements 2P 150 | 3.30 | 4.50
3P 300 | 480 | 6.00
4P 450 | 6.30 | 7.50
s 5404013 5P| 6.00 | 7.80 | 9.00
= ¥ it = = e e g 6P 7.50 | 9.30 | 10.50
| f 7P 9.00 | 10.80 | 12.00
L A S 0 8P 11050 ]12.30 | 13.50
S P | 12.00 | 13.80 | 15.00
- - % - 10P [ 13.50 [ 15.30 | 16.50
- 11P [ 15.00 ] 16.80 [ 18.00
H B e | -:.»' z 5 12P_[16.50 | 18.30 [ 19.50
A 13P_ [ 18.00 | 19.80 | 21.00
B+0.20 2.60£0.10| _ 0.150 0.600 0.450 14P 119.50 | 21.30 | 22.50
* 15P | 21.00 | 22.80 | 24.00
11501HO0—-NPX~HF -NK
@ @ O0® C ©® Suitable for JCTC 11501 series terminal
o (D Series No. ® NK : No Mark —
= | @H9 Side Contoct Blank : Mark st N, ey tor
= H:L: L = HOC : Up Contact 11507HOC-NP Nylon 66,UL 94V-0 A8
e : = @ No. of Circuits 11501HOO-NPC—HF | Nylon 66,UL 94V-0| &
S l : @A : Product color{A—— 11501HOC-NP—HF Nylon 66,UL 94V-0| #&%s
0.65:0.10 B,C'\k Natural ’[ype 11501HCC—NP-NK Nylon 66,UL 94V-0 g
® HF : Hdlogen Free 11501HO0—-NPA—HF Nylon 66,UL 94V-0| #&&%is
115071H00-NP—HF-NK [Nylon 66,UL 94V-0| #&%%
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