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| | } | | | : | } | Specifications:
I I I I I Rated Voltage : 250V AC/DC Circuits Dimensions
| } | | | Rated Current : 2A AC,DC No. A B
[ I I [ I Withstand Voltage : 800V AC/minute 2P 2.00 5.20
: : | : : Contact Resistance : 20mQ(MAX.) 3P 7.00 720
i i i i i Insulation Resistance : 1000MQ(MIN.) ip 6.00 990
Temperature Range : -25°C~+85C 5P 8.00 1120
Pitch Between Poles : 2.00mm 6P 10.00 1320
| | | | | The product using material and processin - -
P 9 b I 7P 12.00 15.20
]u JJ[ must’conform to the “WI—PZ—I42 HSF 8P 200 750
LA A A A A technical standard control requirements 9P 500 T390
22001H90-NPK-HE-NC 00 [ Ew
A£0.19 @ 000 © 12P 22.00 25.20
H90 : Side Contact : :
= a i : 1'7 : i e HOD + Up Contact 156 | 28.00 31.20
S @ No. of Circuits 16P 30.00 33.20
- ! ! ! N ' @ X : Product color(A--Y) 17P 32.00 35.20
= D A : Black type 18P 34.00 37.20
3 Y | E @ Yellow type 19P 36.00 39.20
' ' ' A @ HF : Halogen Free 20P 38.00 41.20
\ ® NK : No Mark
N Blank : Marnk  Syitable for JCTC 22001 series terminal
Mark -

2.90 B+0.20 Part No. Material Color
22001H90-NP Nylon 66,UL94V-0 | ##&
22001H90-NP—-HF Nylon 66,UL94V-0 [ Zaast
22001H90—-NPE—-HF Nylon 66,UL94V-0 | #&%H

] [ 22001H90-NP—-NK Nylon 66,UL94V-0 | ##
22001H90-NP—HF—-NK | Nylon 66,UL94V—-0 | E&#t#
22001H90—-NPA—HF Nylon 66,UL94V-0 | B&Es
REV. REVISTON RECORD DATE GENERAL TOLERANCES ~ [SCALE: - NAME DATE SN _ |parr. No:
c3 1IN1207060045 12.07.06 | | Lo ANGLES — SETE® Hfmfrﬁ\zﬂﬂé ﬁ[ﬁ/& i | 22001H90-NPX-XX-XX
APPROVED TERMINAL&CONNECTORS ZR 5T i 21k FL 1R A B 7]
c4 HN1309270161 13.09. 27 0.04+0.25 |[X° REF£6° DWG. NO:
5 48 2B A 16.12.12 | ONIT: W1 | 0.0020.15 | X° £3° | DoroeR TITLE: ENDEO5
6 HR1705020052 17.05.12 |stze: a4 |o.000+0.08 | x° x+2°| DRAWN | fiscii | 17.05. 12 SAN 2. 00mm PITCH HOUSING REV: (6 |SHEET: 1/1
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