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] -] Specification:
Housing: PBT,UL94V-0
Iretentivity Force: 0.3kgf/Pin Min
o Durability: 30 Cycles.
« Current Rating: 2A
= = 1 Rated Voltage: 100V AC/DC
I I Contact Resistance: 40 mQ Max
Insulation Resistance: 500MQ Min
HH H Dielectric Withstanding: 500V
Operating Temperature: —25'C~+85°C.
7.50 The Product Using Material And Processing Must[ |
2.80 Conform To The "WL—PZ—142"Hsf Technical
—* Standard Control Requirements
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Ordering Information & Dimensions
Dimensions (mm) Dimensions (mm)
Poles A B Poles A B
02 5.00 | 1.50 10 16.80 | 13.50
03 6. 30 3. 00 11 18.30 | 15.00
04 7.80 4.50 12 19.80 | 16.50
05 9.30 6. 00 13 21.30 | 18.00
N 06 10.80 | 7.50 14 22.80 | 19.50
07 12.30 | 9.00 15 24.30 | 21.00
08 13.80 | 10.50 16 25.80 | 22.50
L o 09 15.30 | 12.00
REV. REVISTON RECORD DATE GENERAL TOLERANCES ScALE NAME DATE PART.NO: DWG NO. ®
A0 NEW RELEASE 2022. 03. 02 @6 LINEAR ANGLES APPROVED WANG_JR 2022. 03. 02 31501HC-1XXX-Q0004 ENDEOS Jc’ ”
0.0£0.35 |X° REF+6° —— — TERMINAL&CONNECTORS
DESTGNER | HU_XTAOYUN | 2022.03. 02
000705 | ¥ A Pitchl. 50 mm ZEREAHEZ B2 TELOGO
STZE: A4 | 0.000+0.10 | X° X’ +2° |  DRAWN HAN.GAO™ ] 2022.03. 02 o IR
2 3 4 ) 6 7 8




